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Lit-Loc Wall Display System

Measurement Chart Lit-Loc Brochures

Lit-Loc — Brochure Holder — A4 Portrait Measurements

Number of Brochures:

Columns—Wiath-{mm) 224 448 672 808 1120 14344 1568 1702 2016 2240 2464 2688 2012 3136 3360 3884
Rows - Lower Linking 4-6 Rows: Use LitLocSmdll Base (LLBJon 4th row to stabilise
Height (mm) 27 436 585 34 833 DN 1151 7+ Rows: Use LitLoc | argg Base (LLBLPN 7th Row to stabilise
Rows - Higher Linking " 4-6 Rows: Use LitLogSmdll Base (LLBSon 4th row to stabilise
Height (mm) 27 352 417 482 547 piz 677 42 7+ Rows: Use LitLoc | argg Base (LLBLDN 7th Row to stabilise

Lit-Loc — Brochure Holder — A5 Portrait Measurements

Number of Brochures:

160 220 480 640 800 960 1120 1280 1440 1600 1760 1020 2080 2240 2400 2580

Rows - Lower Linking

. 200 310 420 530 640 750 860 . 970 1080 = 1190
Height (mm):

Rows - Higher Linking

. 200 235 270 305 340 375 410 & 445 480 515
Height (mm):

Lit-Loc — Brochure Holder — DL Portrait Measurements

Number of Brochures:
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Rows - Lower Linking
Height (mm):

2C0 310 420 530 640 750 860 970 1080 = 1190

Rows - Higher Linking

. 200 2385 270 305 340 375 410 = 445 480 515
Height (mm):

7+ Rows: Use Lit-Loc Large Base (LLBL) on 7th row to stabili

Please Note: The Lit-Loc Brochure Holders increases 30mm in depth for every brochure holder row added



